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WALL SYMBOLS:
DZZ77770 CMU WAL
3 CMU  CONTROL JOINT
NOTES:

1— ALL WALLS ARE 200MM CMU UNLESS
NOTED OTHERWISE

2— ALL INTERIOR WALLS TERMINATE AT CEILING
UNLESS NOTED OTHERWISE REF. STRUCT.
DWGS.

53— ALL DOOR JAMBS ARE 200MM UNLESS
OTHERWISE NOTED .

4— ALL DIMENSIONS ARE TO FACE OF CMU
UNLESS NOTED OTHERWISE.

5- ALL VERTICAL DIMENSIONS & LEVELS ARE
FROM GROUND FLOOR FINISHED SLAB.
THIS ELEVATION IS +0000.

6—

7-

10—
11-TOTAL AREA OF BUILDING IS 25.0 M2.
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1500
MIN

3000

50mm 2 BARE COPPER GROUNDJ
CONDUCTOR MINIMUM DEPTH FROM

EF-PS-1

EF-PS-2

PP-2,4,6

| STORAGE

[ T

FINISH GRADE LEVEL=-762mm

GROUNDING ROD 3M x #20mm

NN

2

16mm “ BARE COPPER  GROUND
CONDUCTOR MINIMUM DEPTH FROM
FINISH GRADE LEVEL=-762mm

6mm 2 BARE COPPER  GROUND

CONDUCTOR MINIMUM DEPTH FROM
FINISH GRADE LEVEL=-762mm

3 | LIGHTING, POWER AND COMMUNICATION PLAN

1-100mm CONDUCTOR CAPPED AND SEALED WITH
PULL WIRE 1.5 METERS FROM EXTERIOR WALL

CONTRACTOR SHALL SIZE AND PROVIDE SERVICE
ENTRANCE (SE) CONDUCTORS. REFER TO SHEET
CO-E-2 FOR LOW VOLTAGE CABLE SCHEDULE

PP

tea————— 16mm’ BARE COPPER
GROUND CONDUCTOR
IN A 625mm CONDUIT

GROUND FLOOR

,,,,,,,,,,,,,,, 5 16mmZBARE COPPER
GROUND CONDUCTOR
TO GROUND GRID

1 | POWER RISER DIAGRAM

2
16mm BARE COPPER GROUND ———=

CONDUCTOR

GROUND FLOOR

2-4 PAIR CAT 5E UTP IN ¢32mm CONDUIT

100 101

TELEPHONE
CABINET
~— TO INCLUDE 6 PAIR PET
NEMA 4 FOR CABLE TERMINATION

=——— 2*¢-100mm (EMPTY) CONDUIT WITH

/7 1-4 PAIR CAT 5E UTP IN ¢25mm CONDUIT

PULL WIRE 1.5 METERS FROM EXTERIOR WALL

AC: 25KA POL STOR PANEL PP FEED BOTTOM
35AT/100AF  MCB MOUNTING SURFACE
MLO LOCATION OUTSIDE POL STORGE
VOLTAGE  380/220V, 3PH, 5W, 50HZ NEMA 3R ENCLOSURE
LOAD (VA) LOAD (VA) SPARE
DESCRIPTION A B c AMP POLE CKT ABC CKT POLE AMP A B c DESCRIPTION
RECEPS 760 20 1] 1 2 85
FOR FUTURE SELF SMOKE DETECTORS 200 20 [1] 3 4 3] 20 85 EF-PS-01
TTC_RECEP 180 20 [1] 5 6 85
TTC_RECEP 180 20 [1] 7 8 85
SPARE 20 [1] 9 10 |3 20 85 EF-PS-02
SPARE 20 [1] 1 12 85
SUB-TOTALS= 940 200 180 170 170 170 = SUB-TOTALS
VA AMPS
TOTAL _PHASE A= 1110 5.05
TOTAL PHASE B= 370 1.68
TOTAL PHASE Cc= 350 1.59
TOTAL CONNECTED LOAD 183 KVA
DEMAND FACTOR 1.0
DEMAND LOAD 1.83 KVA
20% FUTURE LOAD 0.366 KVA
TOTAL LOAD|  2.196 KVA
TOTAL AMPERE 3.34 AMP

TO GROUND GRID ¢

2 | TELEPHONE RISER DIAGRAM

? CONTRACTOR SHALL SIZE AND PROVIDE SERVICE
ENTRANCE (SE) CONDUCTORS

KEY NOTE:

@ ALL ELECTRICAL EQUIPMENT AND
INSTALLATION WITHIN THIS BOUNDARY SHOWN
SHALL BE LISTED FOR AND COMPLY WITH
NEC CLASS II DIVISION II' REQUIREMENTS.

@ TELEPHONE CABINET SHALL HAVE A NEMA
3R ENCLOSURE

NOTES:

PROVIDE FIRE ALARM PULL BOXES,CONDUITS AND
WIRING FOR FUTURE SELF SMOKE DETECTOR
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