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m FIRST FLOOR PLAN GENERAL NOTES: KEY NOTES: ®
lﬂ!\) :%Ersog): 8570 Cou INTERIOR PARTITIONS SHALL BE 200 MM CMU UNLESS NOTED OTHERWISE. -
SECOND FLOOR - 867.0 GSM B. OPENINGS FOR DOORS SHALL BE LOCATED 200 MM FROM THE ADJACENT WAL UNLESS 1. TYPICAL TOILET STALL LAYOUT - RE: DETAL 2/A10
TOTAL — 1734.0 GSM 8 NOTED QTHERWISE. % mgchF %rwwout ~ RE: DETAL 3/A10
1800 1000 C. SURFACES TO BE PANTED SHALL BE CLEAN AND FREE OF FOREIGN MATTER BEFORE 4 8
APPLICATION OF PAINT. CLEANING SHALL BE SCHEDULED SO THAT DUST AND OTHER 5. omonﬁooo aumuc g‘&"mm‘mﬁg gi 52
@ - CONTAMINANTS WILL NOT FALL ON WET, NEWLY PAINTED SURFACES. STOVE AN e B OTRERS g; §§
[ . CONGRETE AND INTERIOR MASONRY SURFACES GROUTED SOUD SHALL BE ALLOWED T0 6. CONCRETE STOOP - R DETAL 3/M2 F i,‘g
8 | DRY AT LEAST 30 DAYS BEFORE PAINTING EXCEPT CONCRETE S 7. FLOOR DRAN M E2
3 === - = i SHALL BE ALLOWED TO CURE 90 DAYS BEFORE PANTING. 8. TWO-P'MWMMVB'I ”‘DTRMPLATE g? isgi
ED = @ / ! NOUNTED IN W <28
i 8 i E m Lf'ITET%NG LEASD u:‘u. D(N%ththoE s(ébos PERCENT BY WEIGHT OF THE TOTAL
e e | NTEN - LEGEND:
(0] Al F.  MERCURAL FUNGICIDES SHALL NOT BE USED IN OIL-BASE PAINT.
INTERROGATION <ETD  DOOR TYPE, SEE SHEET A9
ROON G. REMOVE LOOSE DIRT AND CLEAN SURFACES BEFORE PAINTING. APPLY PANT TO INTERIOR z
(104] (D STRUCTURAL RIGID FRAMINGS AND CEILINGS AND TEST FOR ADHESION. PRIMER OOAT FOR =
3000 1400 g VASONRY, INITAL FIRST COAT WITH AN ACRYLIC LATEX PAINT FOR EXTERIOR SURF Chy WNOON TYPE, SEE SHEET A9 b
N AND A SECOND COAT WITH A WATER REPELLENT ACRYLIC LATEX PANT. 6§ §j§‘§ -
<<
) "o H. METAL DOORS AND FRAMES SHALL RECENE A PRINER COAT PLUS TWO COATS OF PAINT. g< 33?_5 =
g SR
I DIMENSIONS ARE TO STRUCTURAL COLUMN GRID, EDGE OF WINDOW OPENINGS, AND TO 25 §<‘»§ 3
HINGE SIDE OF DOOR OPENINGS 25 Egg =
] 2E &
® J& nu. ANULAR SPACE AT ANY AND ALL PENETRATIONS IN FIRE RATED FLOORS, PARTITIONS lz§ 2”.'5 4
@ N P N AND CEILINGS WITH APPROPRIATE FIRE STOPPING MATERIALS. g §~
\ / \
OBSERVATION \ i ! | \ K. CORRDOR WALLS ARE NOT RATED IN ACCORDANCE WITH NFPA 101, 38.36.1(2). g
] a> @D
o I
iiia T B === L PROVIDE OCCUPANCY SEPARATION IN ACCORDANCE WITH NFPA 101, 38.1.2, 38.3.2, AND
M \ TABLE 6.1.14.4.1. T .
\ ERWISE NOTED, LINEAR DIMENSIO|
I 1400 22000~ 1600 M. PROVIDE 1 HOUR RATED PARTITIONS AT STAIRS IN ACCORDANCE WITH NFPA 38.2.1 AND SHOWN ARE IN' MILLIMETERS (MM)
71321 1 0 1000 2000 4000 RESEREE;‘I"CE
e —
ROOM FINISHES ® e NUMBER:
1. WALLS:  PANTED Pl 2. WALLS: 2400 MM HIGH CERAMIC TILE WANSCOT,
(2 ENLARGED PLAN (3 ENLARGED PLAN WS PANTED PUSTER, 200 WM HH CENMC TLE WNSCOT, oy i A
Allar SCALE: 150 Al SCALE: 150 CELNG:  PANTED PLASTER APPLIED TO FLOOR:  CERAMIC TILE
STRUCTURE

CELING:  PANTED PLASTER SCALE:1: 100
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SECOND FLOOR PLAN 4@
@ SCALE: 1:100 @N 2| A2\ KEY NOTES: ®
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SCALE: 1:50

TYPICAL TOLET STALL LAYOUT - RE: DETAL 2/A10

TYPICAL TOILET LAYOUT ~ RE: DETAL 3/A10

LINE OF ROOF OVERHANG ABOVE.

OPERABLE PARTITION.

TWO-PIECE WALL THIMBLE AND TRIM PLATE FOR

OPTIONAL WOOD BURNING STOVE CHIMNEY PIPE.

STOVE AND PIPE BY OTHERS.

6. COMMUNCATIONS RACKS (NIC)

7. TWO-PIECE WALL THIMBLE AND TRIM PLATE MOUNTED
IN WALL ABOVE WINDOW.

8. MOUNT DOOR FRAME FLUSH TO COLUMN.

LEGEND:

LRt ol o

ROOM FINISHES: ®
1. WALS:  PANTED PLASTER, @I DOOR TYPE, SEE SHEET A9
FLOOR:  SEALED CONCRETE
CELING:  PANTED PLASTER APPLIED TO STRUCTURE
@ WINDOW TYPE, SEE SHEET A9
2 WALS: ;mu HIGH CERAMIC ahz Nsv&#scm.
FLOOR:  CERAMIC TILE ®  Kev noE
CELING:  PANTED PLASTER .
& FIRE EXTINGUISHER CABINET
mmmmmm 1-HOUR RATED PARTITION
= 2-HOUR RATED PARTITION

ADbS

(@  ROOM FINISH TYPE DESIGNATION
DS METAL DOWNSPOUT

UNLESS OTHERWISE NOTED, LINEAR DINENSIONS
SHOWN ARE IN MILLIMETERS (MM)
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A unit of Michael Baker Corporation

Michael Baker ., Inc
100 Arside Drive

Moon Township PA 15108
‘ww.mbokercorp.com

STANDARD DESIGN
VARIOUS LOCATIONS, AFGHANISTAN
ADMINISTRATION BUILDING —
2-STORY (1734 GSM)
ELECTRIC HEAT OPTION
SECOND FLOOR PLAN
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