HEIGHT SHALL BE 1800 MM MINIMUM.
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GENERAL NOTES: ROOM FINISHES: ® KEY NOTES: ® -

A NTEROR PARIITIONS ARE 3000 M HGH, UNLESS OTHERWSE NOTED. NTEROR PARTTIONS SHALL BE 200 MM CAA UNLESS OTHERMSE I WALS:  PANTED PSTER, 1. TYPRAL TOLET LAYOUT — RE: DETAL 3/A6 ®  KeY NOTE 2

B.  OPENNGS FOR DOORS SHALL BE LOCATED A MINIMUM OF 200 NM FROM THE ADIACENT WALL FLOOR:  SEALFD CONCRETE 2. CONCRETE STOOP — RE: DETAL 10/A5 FEC 2

C. SURFACES TO BE PANTED SHALL BE CLEAN AND FREE OF FOREIGN MATTER OF PANT. CLEANNG SHALL BE CEIING:  PANTED PLASTER APPUED TO STRUCTURE 3. TWO-PIEGE WALL THMBLE AND TRM PLATE FOR & FRE EXTINGUISHER CABINET Fo

T DUST AND OTHER INANTS WILL NOT FALL ON WET, NEWLY PANTED SURF! . OPTIONAL WOOD BURNING STOVE CHMNEY PIPE. a2, =z

D. ooum ES caourm SoUD swu. BE ALLOWED DAYS BEFORE PAINTING 2. WALS: 2400 MM HIGH CERANIC TILE WAINSCOT, STOVE AND PPE BY OTHERS. momommm 1-HOUR RATED PARTITION 835 3

CURE 90 DAYS BEFORE PAINTING. PANTED PLASTER ABOVE WANSCOT 4. TRENCH DRAN — RE: STRUCTURAL & PLUMBING EL I

£ PANTS GONTANING.LEAD N EXGESS OF 0,06 PERGENT BY WEIHT OF THE TOTA. NOWOLATLE COMTENT SHAL NOT BE USED. A ey, 5. KITCHEN WORKTABLE SIS 2-HOUR RATED PARTITON § S| -

F.  MERCURAL FUNGICDES SHALL NOT BE USED IN OIL-BASE PANT. o 6. STOVE WITH HOOD RE: SHEET A9 smwmsswms  4-HOUR RATED PARTITION sﬂ =

G.  REMOVE LOOSE DIRT AND CLEAN SURFACES BEFORE PAINTING. APPLY PANT TO INTERIOR STRUCTURAL RIGID FRAMINGS AND CEILINGS . 7. LINE OF CANOPY »,,-,g
AND TEST FOR ADHESION. PRIMER COAT FOR MASONRY. INTIAL FIRST COAT WITH AN ACRYLIC LATEX PAINT FOR EXTERIOR SURFACES 3. WAUS:  METAL LINER PANEL 8. LNE OF ROOF ABOVE
AND A SECOND COAT WITH A WATER REPELLENT ACRYLIC LATEX PANT. ABOVE PAINTED PLASTER 9. POT WASH STATION — RE: PLUMBING @  roou s =

H. unumwmwummummownuswoowsormm FLOOR:  SEALED CONCRETE 101000 X 2200 MASONRY OPENING DS NETAL DOWNSPOUT 2

L DIMENSIONS ARE ICTURAL COLUMN GRID, EDGE OF WINDOW OPENINGS, AND TO HINGE SIDE OF DOOR OPENINGS. CEIUNG:  METAL LINER PANEL 11, FULL HEIGHT 300 MM CNU WALL (EXTEND TO z

5. TLLAMOUR SPAGE AT ANY AND Ll PENETRATIONS 1N FRE RATED FARTTIONS AND CELINGS WIH APPROPRATE FRE STOPPNG . UNDERSIDE OF PURLINS)

MATERALS. 4 WALS:  PANTED PLASTER 12 FULL HEIGHT, 300 NM CMU WALL. EXTEND TO

K. PROVIDE 1 HOUR SEPARATION AT STORAGE ROOM 108 AND 109 IN ACCORDANCE WITH IBC TBALE 508.2. FLOOR:  SEALED CONCRETE UNDERSIDE OF METAL BUILDING RIGID FRAME. APPLY UNLESS OTHERWISE NOTED, LINEAR DIMENSIONS

L mono:zmuas:mmoummmmo N E WITH SCOPE OF CEIUNG:  EXPOSED METAL DECK IREPROOFING TO RIGID FRAME ABOVE RATED WALL. SHOWN ARE IN MILLINETERS (WN)

" USE SHALL BE LOCATED OUTSIDE OF BUILDINGS IN ACCORDANCE WITH NFPA 58, 6.2.1. PROPANE 13. OPERABLE PARTIION WITH (1) PASSAGE DOOR 3
TS CONEGIED.FOR USZ Qe PERWITTED-To.HE ASTALLED ZERO-FEET FROM BULDNES N ACCORDACE R, NFEA 58, 6.3.1 AND 14. 90 NINUTES COUNTER DOOR. o 0 « 0 SHEET @
TABLE 6.3.1, PROVIDED EACH CONTANER IS LESS THAN 125 WATER GALLONS IN CAPACTTY. PROPANE TANK DESIGN FOR THS PROJECT 15, POSTS: 50 NN DIAMETER GALVANIZED PIPE, RE: e —— R RENCE 21
REQURES (4) TANKS OF 22.5 WATER GALLONS (100 POUNDS) CAPACTY EACH. THEREFORE, TANKS ARE PERMITTED TO BE INSTALLED SHEET A9 SCALE:: 10 : =
ADJACENT TO THE EXISTNG BULDING. IN ACCORONACE WITH NFPA 58, 6.3.7 (1), EXTEROR OPENNCS LESS THAN 1 METER 16.  GATES: GALVANIZED CHANLNK FENCE ATTACHED TO ) w wom o A =
HORIZONTAL. DISTANCE FROM CYLNDERS ARE ABOVE THE LEVEL OF DISCHARGE OF THE CYLNDER PRESSURE RELEF DEVCE. 50 NN DUVETER GALVANIZED PIPE. FINSHED 2
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