CANOPY NOTES:

Al
/1 CANOPY PLAN
TAI[ATT SCALE: Tio0
®
»
£ > CORRUGATED METAL
T J ROOFING
|~ PANTED NON-TAPERED
-
— |
| |
r !
C 'j\ 13 13
GUARD SHACK
2\ CANOPY ELEVATION
TAIATT SCALE: Tio0

R

CANOPY ELEVATION

W

SCALE: 1:100

1. STRUCTURE SHALL BE PRE-ENGINEERED METAL BUILDING SYSTEM

2. SURFACES TO BE PAINTED SHALL BE CLEAN AND FREE OF
FOREIGN MATTER BEFORE APPLICATION OF PAINT. CLEANING SHALL
BE SCHEDULED SO THAT DUST AND OTHER CONTAMINANTS WILL NOT
FALL ON WET, NEWLY PAINTED SURFACES.

3. PAINTS CONTAINING LEAD IN EXCESS OF 0.06 PERCENT BY
WEIGHT OF THE TOTAL NONVOLATILE CONTENT SHALL NOT BE USED.

4. MERCURIAL FUNGICIDES SHALL NOT BE USED IN OIL-BASE PAINT.

5. REMOVE LOOSE DIRT AND CLEAN SURFACES BEFORE PAINTING.
APPLY PAINT TO INTERIOR STRUCTURAL RIGID FRAMINGS AND
CEILINGS AND TEST FOR ADHESION. PRIMER COAT FOR MASONRY.
INITIAL FIRST COAT WITH AN ACRYLIC LATEX PAINT FOR EXTERIOR
EAUTR&AC;ASI "TMD A SECOND COAT WITH A WATER REPELLANT ACRYLIC
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