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GENERAL NOTES: -
A INTERIOR PARTITION SHALL BE 200 MM CMU UNLESS NOTED OTHERWISE. US Army Corps
B.  OPENNGS FOR DOORS SHALL BE LOCATED 200 NM FROM THE ADJACENT WALL UNLESS NOTED OTHERWISE. of Engineers
14600 Aghunlstun
C. SURFACES TO BE PAINTED SHALL BE CLEAN AND FREE OF FOREIGN MATTER BEFORE APPLICATION OF PANT, |
4900 " 4800 " 4900 CLEANNG SHALL BE SCHEDULED SO THAT DUST AND OTHER CONTAMINANTS WILL NOT FALL ON WET, NEWLY District
1 1 PAINTED SURFACES.
O D. CONCRETE AND INTERIOR MASONRY SURFACES GROUTED SOLID SHALL BE ALLOWED TO DRY AT LEAST 30 5
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DAYS BEFORE PAINTING EXCEPT CONCRETE SLAB ON GRADE WHICH SHALL BE ALLOWED TO CURE 90 DAYS

BEFORE PAINTING.

E. PAINTS CONTAINING LEAD IN EXCESS OF 0.06 PERCENT BY WEIGHT OF THE TOTAL NONVOLATILE CONTENT
SHALL NOT BE USED.

F. MERCURIAL FUNGICIDES SHALL NOT BE USED IN OIL-BASE PAINT.

6. REMOVE LOOSEDRI’MDCLEANWACES EFOREPAIWI’ING.APPLYPNNTTOIMEHORSTW\RAL RIGID
FRAMINGS AND CEILINGS AND TEST ION. PRIMER COAT FOR MASONRY. INITIAL FIRST COAT WITH

AN ACRYLIC LATEX PAINT FOR EXTE!IOR SURFKIES AND A SECOND COAT WITH A WATER REPELLENT

ACRYLIC LATEX PAINT.

H. METAL DOORS AND FRAMES SHALL RECENE A PRIMER COAT PLUS TWO COATS OF PAINT.
I DIMENSIONS ARE TO STRUCTURAL COLUMN GRID, EDGE OF WINDOW OPENINGS, AND TO HINGE SIDE OF
DOOR OPENINGS.

KEY NOTES: ®
1. CONCRETE WING WALL

LINE OF ROOF OVERHANG ABOVE

UNE OF BULDNG WALL BELOW

EXPANSION JOINT BETWEEN BUILDING WALL AND
WING WALLS.

TS

5. PROVIDE UNDERCUT INTERIOR DOOR BETWEEN
ROOMS 101 AND 102. RE: MECHANICAL

LEGEND:
&1 DOOR TYPE, SEE SHEET A3
&) KeY NoTE

& FRE EXINGUSHER CABIET
()  ROOM FINISH TYPE DESIGNATION

ROOM FINISHES:

1. WALLS: PAINTED PLASTER,
FLOOR: SEALED CONCRETE
CEILUNG:  PAINTED PLASTER APPLIED TO STRUCTURE

UNLESS OTHERWISE NOTED, LINEAR DIMENSIONS
SHOWN ARE IN MILLIMETERS (MM)
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