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GENERAL NOTES:
O A OPENINGS FOR DOORS SHALL BE LOCATED 200 FROM THE ADJACENT WALL UNLESS NOTED OTHERWISE
B, SURFACES TO BE PAINTED SHALL BE CLEAN AND FREE OF FOREIGN MATTER BEFORE APPLICATION OF PAINT. Uf‘,fAé',',’:; ( Corps
CLEANING SHALL BE SCHEDULED SO THAT DUST AND OTHER CONTAMINANTS WILL NOT FALL ON WET, NEWLY
PAINTED SURFACES. Aghunlstun
gineer
. CONCRETE AND INTERIOR MASONRY SURFACES GROUTED SOLID SHALL BE ALLOWED TO DRY AT LEAST 30 District —
a1 DAYS BEFORE PANTING EXCEPT CONCRETE SLAB ON GRADE WHICH SHALL BE ALLOWED TO CURE 90 DAYS
-~ BEFORE PAINTING. B
D PANTS CONTANING LEAD IN EXCESS OF 0.0 PERCENT BY WEIGHT OF THE TOTAL NONVOLATILE CONTENT
I S 15 :
B
@ @ N( T iy = MERCURAL FUNGICIDES SHALL NOT BE USED IN OIL-BASE PANT.
= L. 0s
ol F. REMOVE LOOSE DIRT AND CLEAN SURFACES BEFORE PAINTING. APPLY PANT TO INTERIOR STRUCTURAL RIGID
g 5 —® FRAMINGS AND CEILINGS AND TEST FOR ADHESION. PRIMER COAT FOR MASONRY. INTIAL FIRST COAT WITH
AN ACRYLIC_ LATEX PAINT FOR EXTERIOR SURFACES AND A SECOND GOAT WITH A WATER REPELLENT
] A ACRYLIC LKTEX PANT.
DFEC (0] g }
=\ 3 Al G METAL DOORS AND FRAMES SHALL RECEVE A PRMER COAT PLUS TWO COATS OF PANT.
fax: 166 NSM % | H. DIMENSIONS ARE TO STRUCTURAL COLUNN GRID, EDGE OF WINDOW OPENINGS, AND TO HINGE SDE OF —
e & N [ = SEE ROOF HATCH DOOR OPENINGS.
@ m DETAL 6/A1
§ Xua” =" KEY NOTES: ® ROOM FINISHES: ®
@ = §2 \® 1. CONCRETE STOOP — RE: DETAL 7/A3 T WAUS:  PANTED
g S FLOOR:  SEALED CONCRETE
oS sl © Ni===c e —® 2. ROOF HATCH ABOVE, CENTER ON WELL PUNP CELING:  PANTED PLASTER APPLIED TO STRUCTURE
3 il B —]
B @ = 15 . .
O ‘H W ..,§ H‘ 3. LNE OF ROOF OVERHANG ABOVE. LEGEND: -
i 4 CORRUGATED METAL ROOF PANEL ON COLD-FORMED g
. 1200 1400 \ VETAL FRAVING D DOOR TYPE, SEE SHEET A3 g L8| 2
7 2 X
CLEAR 2| L
A[A2 OPENING ABOVE 3 5 NETAL GUTIER. @ WINDOW TYPE, SEE SHEET A3 dl®|s8
i Al METAL DOWNSPOUT WITH SPLASH BLOCK. B ; 2| =
H
7. 200 MM CMU WITH EXTERIOR STUCCO & Kev NOTE d
1\ FLOORPLAN (2 ROOF PLAN &
= CORRUGATED ROOF PANELS ON = N FEC = s
A[AT scAE: 150 VETAL HAT CHANNELS; SEE A[AT scALE 150 &  FIRE EXTINGUISHER CABINET El§8|s 2
200 GSM SPECIICATIONS FOR FASTENING e
VENT MATERAL WITH (D ROOM FINISH DESIGNATION
SHEET METAL RIDGE CAP HEMMED EDGE METAL CHANNEL OR
PRESSURE TREATED
GASKETED FASTENE] WOOD BLOCKING
4 SEALANT TAPE ORRUGATED ROOF PANELS ON #S REQURED
EDGE. METAL FLASHING METAL HAT CHANNELS; SEE GALVANZED
WTH HEMNED DRIP; SPECIFICATONS FOR FASTENING VETIL FLASHNG
. LAP VERTICALLY PATTERN AND 0
R m; SEE MINNUM_ 100 W, LAP REQUREMENTS; USE AROUND  OPENNG E
i HORIZONTALLY AND GASKETED FASTENERS AT
RIGID INSULATION § MINNUN 150 MM ALL CONNECTIONS TOP OF i g
MECHANICALLY L ROOF RIDGE S 28y % | |
FASTENED T0 SLAB PANEL CLOSURE/ COLD-FORMED HING $3195%
(R-30) METAL FASCIA WITH HEAVY GAUGE PANEL TR rNG: SEE 1
CONNIOUS GEAT & g END STIFFENING NETAL: TURAL M
HEMVED DRIP; LAP TAPE_SEALANT BOTH SIDES— I CMU ROOF CURB M 2
MINNUM 50 WM OVER TOP TO BOTTOM 5 EERE
STUCCO <22
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FASTENER

MININUM 25 MM
STUCCO ON
CONCRETE

STUCCO EXPANSION
JOINT & SEALANT
MININUM 25 MM
STUCCO ON RIGID
INSULATION (R-13)
ON CMU

150 MM BY 150 MM

100 MM BY 100 MM
METAL DOWNSPQUT;
PROVIDE SPLASHBLOCK
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EAVE DETAIL

K

SCALE: 1:10

METAL DOWNSPOUT

/+\ RIDGE VENT DETAIL
TAAIT SCALE: Ti0
GASKETED FASTENER:

80 80

PANEL CLOSURE-INSTALL
APPROPRIATE SEALANT
WHERE CLOSURE CONTACTS
PANEL

HIP DETAIL
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SCALE: 1:10
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ROOF HATCH TO BE CENTERED ON WELL PUMP - SEE P1

s\ ROOF HATCH
TaAT ScAE T

SHEET METAL HIP CAP
WITH HEMMED EDGE

ORRUGATED ROOF PANELS ON
METAL HAT ; SEE
SPECIFICATIONS FOR FASTENING

ALL CONNECTIONS
METAL FRAMING; SEE
STRUCTURAL

HEAWY GAGE HIP
SUPPORT PLATE
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