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Lighting L 840      1 1 20 A 20 1 2 900      R Receptacles
Exhaust Fans M2 300      3 1 20 B 20 1 4 1,500   RH Unit Heater #1
Unit Heater #2 RH 1,500   5 1 20 C 20 1 6 1,500   RH Unit Heater #3
FACP O 1,000   7 1 20 A 20 1 8 200      M2 Ceiling Fans
Water Heater RH 4,000   9 1 30 B 20 1 10 1,000   S SPARE
SPARE S 1,000   11 1 20 C 20 1 12 1,000   S SPARE
SPARE S 1,000   13 1 20 A 20 1 14 1,000   S SPARE
Space 15 1 20 B 20 1 16 Space
SPARE S 1,000   17 1 20 C 20 1 18 1,000   S SPARE
SPARE S 1,000   19 1 20 A 20 1 20 1,000   S SPARE
Space 21 1 20 B 20 1 22 Space
Space 23 1 20 C 20 1 24 Space

3,840   4,300   3,500   A B C 3,100   2,500   3,500   

6,940   6,800   7,000   
31.55   30.91   31.82   

VA DF VAxDF LOAD TYPES:
840      1.00 840      L - LIGHTING
-      1.25 -      M1 - General Purpose Motors
500      0.80 400      M2 - Miscellaneous, Fractional, Small Appliance Motor

1,000   0.80 800      O - MISC OR OTHER TYPE LOADS
900      1.00 900      R - RECEPTACLE (First 10,000 VA per NEC)
-      0.50 -      R - RECEPTACLE (over 10,000 VA per NEC)

8,500   0.90 7,650   RH - Resistance Heat 
-      0.90 -      IF - Induction Furnaces
-      0.80 -      AC - Air Conditioning Equipment
-      0.70 -      RC - Refrigeration Compressors

9,000   0.50 4,500   S - SPARE
20,740 EMD 15,090 

22.93   
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 Women's BarracksPHASE/WIRE: 3/4

NEUTRAL:  100% FAULT DUTY:  22 kAIC MIN.

LOAD INFORMATION

CONNECTED PHASE (VA):

RH

AC

CND
EMD (Amps)

IF

RC

LOAD INFORMATION VOLTAMPS
MAIN BUS: 60AMP MAIN CB: 60AMP

MOUNTING: SURFACE 

S

LOCATION:

CONNECTED CURRENT (A):

NOTES:

PANEL:   WB VOLTS: 380Y/220        

TYPE

L
M1
M2
O
R
R

BREAKER RATING /POLES VOLTAMPS

ENCLOSURE: NEMA 1
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