DEFLECTION AND SETTLEMENT ABUTMENT PIEZOMETERS
SURVEY MONUMENTS

Left Abutment (Base Package)

Survey Monuments Locations: Crest 2 piezometers with one tip elevations at
EL 965 (not shown).

Survey Pillar Locations: One on Right
and Left Abutments - 2 locations (not Right Abutment (Optional Package)
shown) 2 piezometers with two tip elevations at
EL. 965 and 1000 (not shown).
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Source:
International Engineering Company Inc.
“Final Design Report on Kajakai Dam, Arghandab Dam and Boghra Canal Projects”, 1956
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EMBANKMENT PIEZOMETERS

Number of Piezometer Lines
Two lines of three piezometers in each line

Transition Zone
Transition Zone piezometer at crest with tip
elevations at El. 950 (10m into bedrock),
970, and El. 1010.

Mid Rock Fill Piezometer
Rock Fill piezometer top at El. 1010 bench
with tip elevations at El. 950 (10m into
bedrock) and El. 960.

Lower Rock Fill Piezometer
Piezometer top at El. 970 bench with tip
elevation at El. 960.
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KAJAKI DAM
INSTRUMENTATION - ELEVATION VIEW
(BASE & OPTION ITEMS SHOWN)
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     EMBANKMENT PIEZOMETERS
   
   Number of Piezometer Lines
Two lines of three piezometers in each line
   
   Transition Zone
Transition Zone piezometer at crest with tip elevations at El. 950 (10m into bedrock), 970, and El. 1010.
    
   Mid Rock Fill Piezometer
Rock Fill piezometer top at El. 1010 bench with tip elevations at El. 950 (10m into bedrock) and El. 960.
    
   Lower Rock Fill Piezometer
Piezometer top at El. 970 bench with tip elevation at El. 960.
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     DEFLECTION AND SETTLEMENT
             SURVEY MONUMENTS
  
   Survey Monuments Locations:  Crest
  
   Survey Pillar Locations:  One on Right and Left Abutments - 2 locations  (not shown)
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      ABUTMENT PIEZOMETERS
  
   Left Abutment (Base Package)
2 piezometers with one tip elevations at    EL  965 (not shown).
   
   Right Abutment (Optional Package)
2 piezometers with two tip elevations at   EL. 965 and 1000 (not shown).
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